Galcon 7001D

Computerized Irrigation Controller
Installation and Operating Instructions

s« Galcon

IRRIGATION CONTROL EQUIPMENT

1. Parts Identification

. Top cover

. Controller display

. Mechanical operating handle

. Programming & operating
buttons

. Water flow direction arrow

. Skirt

. Hydraulic valve
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Figure 1
2. Setting Up the Irrigation Controller

Note: before assembling controller flush the irrigation system

2.1 Installing the Controller in the Irrigation

System

When installing the controller (4) in the irrigation system,

a filter (2) (not included) must also be installed between

the main irrigation system valve (1) and the controller.

Screw the swivel fitting (3) (not included) of the hydraulic valve
onto the filter and use the nipple fitting (5) to connect the other
end to the irrigation system.
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2.2 Battery Installation

1. Holding the upper section of the controller above the
mechanical handle, use a firm upward twist to release
the controller from the skirt.

2. Invert the controller and use firm pressure to lift the
battery compartment cover (1).
3. Insert the lower end of the battery (2) first, then press
on the top end (3) to ensure the battery is firmly in
place.

Use alkaline batteries only.

Note: battery polarity is marked in the

battery compartment
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4. Return battery compartment cover to its proper place,
ensuring a triangle is formed on the underside of the
controller.
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Battery Removal (for replacement):
1. Remove the battery

compartment cover (1).

2. Lift the lower end of

the battery (2) first. If

necessary, use the flat

end of a small

screwdriver.
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Removing batteries from the top end may
damage the connectors.






