EIN DOR FLOW REGULATED MINI SPRINKLERS

• For the past 40 years Ein-Dor products have been in the forefront of technology and innovation when it comes to micro sprinkler irrigation. The new flow regulated 800 series sprinklers are known for their excellent performance, accuracy and uniform water distribution and can be supplied to a wide range of flow rates and wetting diameters designed for use in nurseries, orchards, citrus groves, banana plantations, avocado and stone fruits, frost protection and cooling systems.

FEATURES

• High performance flow regulated single bridge emitters
• Anti Insect protection, swivel shuts down when system is off sealing the nozzle
• Uniform flow rates over 150kPa to 400kPa pressure range
• Large wetting diameters
• Robust bridge design for open field conditions
• Uniform distribution in a wide range of flow rates
• Large droplet size helps minimize wind drift
• Single jet swivel provides strong propulsion in harsh conditions

TECHNICAL SPECIFICATIONS

• Wide regulated flow range 20Lph - 105Lph
• Available flow rates 20, 35, 50, 70, 90 and 105Lph
• Flow regulated operating pressure 150kPa - 400kPa
• Wetting diameter 5m - 7m
• Recommended mesh
  >100 mesh for flow rates 20, 35Lph
  >80 mesh for flow rates 50, 70, 90Lph
  >60 mesh for flow rates 105Lph

<table>
<thead>
<tr>
<th>EIN DOR PRESSURE REGULATED MINI SPRINKLERS</th>
<th>Diameter @ 200kPa</th>
<th>Nozzle Size</th>
</tr>
</thead>
<tbody>
<tr>
<td>35Lph pressure compensated mini sprinkler head, PURPLE</td>
<td>841PC35</td>
<td>4.9m</td>
</tr>
<tr>
<td>50Lph pressure compensated mini sprinkler head, BLACK</td>
<td>841PC50</td>
<td>6.0m</td>
</tr>
<tr>
<td>70Lph pressure compensated mini sprinkler head, GREEN</td>
<td>841PC70</td>
<td>6.8m</td>
</tr>
<tr>
<td>90Lph pressure compensated mini sprinkler head, BLUE</td>
<td>841PC90</td>
<td>6.9m</td>
</tr>
<tr>
<td>105Lph pressure compensated mini sprinkler head, RED</td>
<td>841PC105</td>
<td>7.1m</td>
</tr>
<tr>
<td>Adaptor 3/8” female x 4/7 barb, suits PP4-200F tubing</td>
<td>AF838P</td>
<td></td>
</tr>
<tr>
<td>Coupler 3/8” female x 1/2” female</td>
<td>FC1238L</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>EIN DOR PRESSURE REGULATED MINI SPRINKLERS ON 60CM 4/7 PVC TUBE WITH DOUBLE PLUNGER 8MM</th>
<th>Diameter @ 200kPa</th>
<th>Nozzle Size</th>
</tr>
</thead>
<tbody>
<tr>
<td>35Lph pressure compensated mini sprinkler, PURPLE</td>
<td>6705841PC35</td>
<td>4.9m</td>
</tr>
<tr>
<td>50Lph pressure compensated mini sprinkler, BLACK</td>
<td>6705841PC50</td>
<td>6.0m</td>
</tr>
<tr>
<td>70Lph pressure compensated mini sprinkler, GREEN</td>
<td>6705841PC70</td>
<td>6.8m</td>
</tr>
<tr>
<td>90Lph pressure compensated mini sprinkler, BLUE</td>
<td>6705841PC90</td>
<td>6.9m</td>
</tr>
<tr>
<td>105Lph pressure compensated mini sprinkler, RED</td>
<td>6705841PC105</td>
<td>7.1m</td>
</tr>
</tbody>
</table>